AIMS Operating Corp., Inc. dba AIMS Power Warranty Instructions:

This product is designed using the most modem digital technology and under very strict
quality control and testing guide lines. If however you feel this product is not performing
as it should, please contact us:

techsupport@aimscorp.net or (775)762-5400

We will do our best to resolve your concerns. If the product needs repair or replacement,
make sure to keep your receipt/invoice, as that will need to be sent back along with the
package and RA# prepaid to AIMS. You have a full 1 year from date of purchase
warranty.

This warranty is valid world wide with the exception that freight and duty charges
incurred outside the contiguous 48 United States will be prepaid by customer.

Except as provided above, AIMS makes no warranty of any kind, express or implied,
including without limitation the implied warranties of merchantability and fitness for a
particular purpose. In no event shall AIMS be liable for indirect, special or consequential
damages. This warranty only applies to AIMS Power branded products. All other name
brand products are warranted by and according to their respective manufacturer. Please
do not attempt to return non-AIMS Power branded products to AIMS Power.

For additional products such as:
- Modified sine wave inverters
- Pure sine wave inverters
- On Grid Inverters
- Inverter Chargers and Automatic transfer switches
- Custom cut cables
- Batteries
- Solar Products
Please visit our web site: www.aimscorp.net

To find out where to buy any of our products, you may also e-mail: sales@aimscorp.net
or call (775)359-6703.
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¥¢ aplace that is in high humidity.

¥ aplace that is easy to fall off.

Y a place that has high temperature.

¥ aplace that is possibly dampened by rain, water or snow.

¥ aplace that is easily contacted by salt, dust, chemicals or gas.

Y aplace that is easily besieged by quake or vibration.

¥ a place that is under heavy weighted stuff.
3.When the charger is working. That will cause frequency interference to radio, stereo

speakers or T.V. monitors.

4.When connecting the charger clips with battery polarity, fire will spurt out and make a sound.
This is the phenomenon for momentary touch of charger clips and battery polarity.
The current from the battery start to flow into the charger and begin to work.
This is not caused from mistake of operation order or a defection of the product.

/\ WARNING-RISK OF EXPLOSIVE GASES

Working in vicinity of a lead-acid battery is dangerous. Batteries generate explosive
gases during normal battery operation. For this reason, it is of utmost importance that
each time before using your charger, you read this manual and follow the instructions
exactly.

To reduce risk of battery explosion, follow these instructions and those published by battery
manufacturer and manufacturer of any equipment you intend to use in vicinity of battery.
Review cautionary markings on these products.

+ Read all instructions and cautions printed on the battery charger, battery, or equipment using
battery.

- Use charger only on lead-acid type rechargeable batteries. This charger is not intended to
supply power to a low voltage electrical system other than in a starter-motor application.

« Never use charger for charging dry cell batteries that are commmonly used with home
appliances like radios, stereos, remote controls, etc. These batteries may burst and cause
personal injury.

- Do not disassemble charger. Take it to a qualified service professional if service or repair is
required. Incorrect assembly may result in fire or electrical shock.

- To reduce risk of electrical shock, unplug the charger from the outlet before attempting any
maintenance or cleaning.

* Always charge battery in a well-ventilated area.

WARNING:Battery chargers get hot during operation and must have proper ventilation. Air needs
+to flow around entire charger. Do not set charger on flammable materials like carpeting,

- upholstery, paper, card- board, etc. Charger may damage leather, plastic and rubber.

This modified sine wave has a root mean square (RMS) voltage of 115 volts. Most ordinary
AC voltmeters are calibrated to read “average” voltage and assume that the AC waveform
will be a pure sine wave. These meters will not correctly read MSW voltage, and will display
about 20 to 30 volts too low. Any multi-meter identified as “TRUE RMS” will accurately read
MSW correctly.
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This connection is located on the lower left of the rear panel. It is for attaching a 6 gauge
insulated safety ground wire. This safety wire is for protecting personnel if there is an
unlikely failure in either the cabling or enclosure insulation. Do not directly connect this
ground connection to the negative DC terminal. This safety wire is to be connected to the
vehicle frame or earth ground. This is described in the installation procedure.

Negative DC (~) Input and Positive DC (+) Input Terminals

DC input terminals are used to connect the inverter to heavy duty cables from the battery or
battery bank. For connection information, refer to the sections on installation.

4 Awg minimum wire size is required to operate inverter properly.







