
PORTABLE INVERTER GENERATOR 

GEN800W120V-800 Watt 

2018-8-1 (REV:01) 

IMPORT ANT - USERS OF THIS EQUIPMENT SHOULD 

READ AND UNDERSTAND THE MANUAL PRIOR TO USING. 

KEEP MANUAL FOR REFERENCE. 

















GROUND (Earth) 

WARNING! 

It is important to properly earth your generator before starting 

using a wire and a small metal earth spike. The wire and earth 

spike are not supplied with the unit. Use 8AWG wire. FIG. 11 

OPERATION 

NOTE: 

The generator has been shipped without engine oil. Fill with oil or it 

will not start. 

Do not tilt the generator when adding engine oil. This oould result 

in overfilling and damage to the engine. 

STARTING THE ENGINE 

NOTE: 

Before starting the engine, do not oonnect the electric appliance. 

1. Open the fuel tank airventto the OPEN position. FIG. 12

2. Tum the fuel oock lever to the ON position. FIG. 13

3. The first time you use the generator, press the primer bulb 6 times

after adding gasoline. FIG. 14

4. Tum the choke lever to the I -._ I CHOKE position. Not necessary

W the engine is warm. FIG. 15
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FIG.14 





CAUTION: 

The generator's AC output automatically resets when the engine is stopped and then restarted. 

When using electric devices that require a large starling current, such as a compressor or a submergible pump the 

ove�oad indicator light may come on for a few seconds, this is not a malfunction. 

3. DC APPLICATION (option)

This applies to 12V battery charging only. 

(a) 

1.26 

Disconnect the leads from the battery. 

Loosen the battery fluid filler cap. 

Fill distilled water to the upper limit, if the battery fluid is low. 

Measure the specific gravity for the battery fluid by using the 

hydrometer, and calculate the charging time in according 'Mth the 

table shown on right side. 

The specific gravity for the fully charged battery should be 'Mthin 

to 1.28. It is recommended to check every hour. FIG. 20

(b) Connect between the DC output socket and the battery terminals

using the charging leads. The leads must be connected making

sure of the(+) and(-) polarity. FIG. 21

( c) Tum on the DC breaker after confirming AC devices are off.

CAUTION: 

FIG20 

Aim for specific gravity and charging time 
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Charging Time Hr 

Battery capacity 

1. 30AH 20HR 

2. 35AH 20HR 

3. 47AH 20HR 

FIG.21 

Be sure the economy control switch is turned OFF while charging the battery. 
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1. Remove the cover. FIG. 31

2. Remove the muffler screen.

3. Use the flathead screw driver to pry the spark arrester out from the

muffler.

4. Remove the carbon deposits on the muffler screen and spark

arrester using a wire brush. FIG. 32

5. Replace the muffler screen.

6. Replace the cover.

TROUBLE SHOOTING 

Engine won't start 

1. Fuel systems

No fuel supplied to oombustion dlamber.

No fuel in tank .... Supply fuel. 

FIG.32 

Fuel in tank .... Fuel tank cap airvent knob to OPEN, fuel cock knob to ON. 

Clogged fuel line .... Clean fuel line. 

Clogged carburetor .... aean carburetor. 

Oil level is low .... Add engine oil. 

2. Electrical systems

Poor spark

Spark plug dirty with carbon or wet. ... Remove carbon or wipe spark plug dry.

Faulty ignition system .... Consult dealer. 

3. Compression insufficient

Worn out piston and cylinder .... Consult dealer.

Generator won't produce power 

Safety device (AC) to ''OFP' ... Stop the engine, then restart. 

Safety device (DC) to ''OFP' ... Press to reset the DC protector 
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